
  M1 - M2 - M3

1st choice for professionals within 
the food and packaging industry

Henkovac Mobile Range



SS SS SSL

SL

H 220

420

420

H 220

500

500

H 95

320

800

H 95

270

295

840

H 95

880

Mobile Range

Specifications M1 M2

STAINLESS STEEL CHAMBER | TRANSPARENT COVER

Cover High High

Seal Double Double

Machine dimension mm 630 x 665 x 1020 710 x 780 x 1040

Standard voltage 220 - 240 - 1 - 50 Hz 230 - 1 - 50hz / 400 - 3 - 50 Hz   

Digital Time Control 1 Program 10 Programs

Pump Capacity 21 m3 40 m3

Average weight 110 kg 137 kg

Options

Filler plates / Liquid filler plates Yes Yes

Digital time control 10 Programs 10 Programs

Sensor control Sensor / H2O Sensor / H2O

Soft Air Soft Air Soft Air

Seal Trenn (pre-cut) Trenn (pre-cut) 

Gas Gas Gas

Pump upgrade 40 m3  63 m3

Voltage according to Pump upgrade 230 - 1 - 50hz / 400 - 3 - 50 Hz 400 - 3 - 50 Hz

M3

STAINLESS STEEL CHAMBER | TRANSPARENT COVER

Flat

Double

990 x 560 x 950

220 - 240 - 1 - 50 Hz

10 Programs

21 m3

125 kg

Yes

10 Programs

Sensor / H2O

Soft Air

Trenn (pre-cut) 

Gas

40 or 63 m3

230 - 1 - 50 Hz / 400 - 3 - 50 Hz

Seal 
configurations
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